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Designed, built, and serviced exclusively in New Zealand by Tecknosys 

Ltd., the HFAS3 pump is the successor to the popular HFAS-L2. 

With longer run-time, low-battery indicator, anti-tamper calibration 

and finer flow control, the HFAS3 offers usability improvements, over 

the HFAS-L2, when sampling airborne hazards at flow rates of up to 15 

L/min. 

Ideal for asbestos clearance sampling, the HFAS3 pump meets the 

requirements of HSG248 when used with a 25 mm, 0.8 µm filter at 

flow rates of up to 10 L/min. 

The programmable timer offers multiple options, including timed runs 

and delayed starts. 

 

FEATURES: 

• Simple, hassle-free operation 

• Programmable timer (timed run, delayed start) 

• Pump status and low battery indicators 

• Heavy duty 1.5m telescopic mast with recoil tubing 

• Stainless steel barb fitting for ¼”ID Tygon® tubing 

• Local service and support 

• 12-month warranty 

• Made in New Zealand 

 

SPECIFICATIONS 

Timer Programmable: Timed-Run, Delayed Start. ±20ppm (~ ± 1 sec / 14hrs) 

Flowrate 4 – 15 L/min, sampling media dependent, extended range of 2 – 15 L/min with optional adapter. 

Flow Control Manual 

Run-Time ~8.5 hours @ 8 L/min (25mm, 0.8µm MCE asbestos cowl) 

Charge Time ~5 Hours (typical) from full discharge state 

Battery 18.5V, 5000mAh / 92.5 Wh, Li-ion  

Dimensions 170 x 160 x 320mm (with stowed mast) 

Weight 2.6 kgs 

  

ACCESSORIES 

Low-Flow Adapter 2L-HFAS-ADAPTER 

0.5 - 16 L/min Rotameter LAB9-AI33, (±2.5% VDI/VDE) 

Asbestos Cowls Z008GA / Z008GGA 
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